Operator Training

Statistical Inventory Reconciliation

I
d‘_l




Pressurized Lines

Release detection regulations for piping state that there must
be a method to look for the “big” leak (3.0 gallons per hour
continuously) as well as the “little” leak (either 0.2 gallons per
hour monthly or 0.1 gallons per hour yearly). Statistical
Inventory Reconciliation can satisfy the requirement for the little
leak. You will have an additional method line leak detection to
look for the big leak.



Pressurized Lines

There are several ways to look for the big leak as well as the
little leak:
HMBig Leak = 3.0 gallons per hour continuously

BMMechanical Line Leak Detector (LLD)
BElectronic Line Leak Detector (ELD)

HLittle Leak = 0.2 gallons per hour monthly or 0.1 gallons per hour
annually

BMonthly Statistical Inventory Reconciliation (0.2 gph monthly)
EMonthly Interstitial Monitoring (0.2 gph monthly)

B Monthly monitoring with an Electronic Line Leak Detector (0.2 gph or
0.1 gph)

mAnnual Line Tightness Test (0.1 gph yearly)



Statistical Inventory Reconcliliation (SIR)
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. . The tank owner is required to have a SIR report for each month.
The tank owner is required to have the report bymazmhdayoﬂmtdlmingmnm
Or t e t you WI Stl get a . SCDHEC must be notifiad of any result other than a "pass” within 72 hours of receipt of the report (803-896-6240 or
1 1-800-826-5435 in SC).
. Forany result other than a "pass,” the tank owner is reguired to complets the SIR provider's investigative process and
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. Definitions:

1 11 "Pass” - calculated leak rate for the data set Is less than the leak threshold and the minimum detectable leak rate is less
app IeS tO pl pl ng aS We . than or equal to the certified performance standard (0.2 gph).
"Fail" - calculated leak rate for the data is equal to or greater than the leak threshald,
"Inconclusive® - minimum detectable leak rate exceeds the certified performance standard (0.2 gph) and the calculated
laak rate is less than the leak thrashold. If for any other reason the test result is not & "Pass” or "Fail", the

resull is inconclusive.
. A leak threshold, minimum deteclable leak rale, and calculated keak rate must be provided for each tank. if not, than the
tank failed the SIR test.
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